
	

			
			
                  Software solutions on TDS, XBRL, Payroll & HR, Fixed Assets, Digital Signature, PDF Signer & Attendance Machine.
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Standard Features:

	H.264 video compression

	Up to 16 channel analog video inputs and 8 channel IP video inputs.
	3independent local video output(VGA,MAIN and AUX video/audio out)
	16 Channel audio input
	16 alarm inputs/4 alarm outputs
	Up to 32 simultaneous users with multi-user level management
	Pentaplex operation enables simultaneous recording,live view,Playback,back-up and network operations
	Watermark video
	Advanced motion detection and video analytics
	Easy backup to USB and optical drives
	Support up to 8 SATA hard disk drives
	High reliability with redundant recording
	Support NTP(Network Time Protocol)and SADP(Search Activated Device Protocol)
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		H.264 Intelligent Hybrid DVR
	





Advanced Features:

	Advanced motion detection and video analylics,including private mask,tampering and video loss alerts.
	Pre/Post-recording of alarm and motion detected events.
	PTI controls with preset,patrol and pattern settings.
	Full system logging including opeariton,alarm and defined events.
	Support input from front control panel,mouse,IR remote and Keyboard operation.
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		Viedo Phone Termial
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Technical Specification


L3000-Fingerprint Lock :

	Users:700 Face,5000 Fingerprints.
	Transaction:1,00,000 Logs
	CPU:32 bit Microprocessor
	camera:High Definition Infrared Camera
	Sensor:500 dpi Optical Sensor
	Dimension:193.6 mm * 165.2 mm * 86 mm
	Identification speed:

	FAR:

	FRR:

	Communication:RS232,RS485,TCP/IP
	Battery Backup:5 Hrs(Optional)
	opeartion temperature:0°c-45°c
	Opeartion Humidity:20-80%
	Power:12V DC,3A
	Optional Functions:Prox/MIFARE/HID card reader,GPRS,Wifi
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		Residential Lock
	




Keycards Types 


	Master Card  : Can unlock all the locks.
	Building Card: Can unlock belonging to corresponding buliding.
	Floor Card      : Can unlock the locks belonging to corresponding floor.
	Guest Card    :  For the guest to open the room he/she lodges in within the specific period of time.
	Software        :  Hotel Management Software.


Video Phone Terminal

Specifications :

Color,5inch TFT-LCD screen Hand free,visitor calling,video intercom,unlock,Monitor,With warning function,AV output,Sony CCD camera.With LED lights Four.
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		Viedo Phone Termial
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iFace 306-Face based Time & Attendance/Access Control


Technical Specification :

	Users:700 Face,5000 Fingerprints.
	Transaction:1,00,000 Logs
	CPU:32 bit Microprocessor
	camera:High Definition Infrared Camera
	Sensor:500 dpi Optical Sensor
	Dimension:193.6 mm * 165.2 mm * 86 mm
	Identification speed:

	FAR:

	FRR:

	Communication:RS232,RS485,TCP/IP
	Battery Backup:5 Hrs(Optional)
	opeartion temperature:0°c-45°c
	Opeartion Humidity:20-80%
	Power:12V DC,3A
	Optional Functions:Prox/MIFARE/HID card reader,GPRS,Wifi
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		Identifies above images with high effeciency
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Palm Vein recognition :

	World’s most advanced Biometric Authentication system
	Contactless,Highly Accurate
	Fast,Simple,Versatile
	Ideal for Mass Applicaion
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		Biometric For Every One
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FTA 6161 T Standalone IP based Fingerprint Attendance System


Technical Specification :

	Users:1500 Fingerprints.
	Transaction:50,000 Logs.
	CPU:32 bit Microprocessor.
	Sensor:500 dpi Optical Sensor
	Identication Speed: 

	FAR:

	FRR:

	Communication:RS232, RS485,TCP/IP.
	Operation temperature:0°c-45°c.
	Operarion Humidity:20-80%.
	Power:5V DC,400mA.
	Optional Functions:Prox card reader.
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		FTA 6161 T
	




Standalone IP based TFT Fingerprint Attendance System


Technical Specification :

	Users:1500 Fingerprints.
	Transaction:50,000 Logs.
	CPU:32bit Microprocessor.
	Sensor:500 dpi Optical Sensor.
	Identification speed:

	FAR:

	FRR:

	Card Reader:Inbuilt Prox card reader.
	Communication:RS232,RS485,TCP/IP
	USB 2.0 Port
	Operation temperature:0°c-45°c
	Operation Humidity:20-80%
	Power:5V DC,400mA.
	Optional Functions:Mifare/HID card reader.
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		FTA S20
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Standard IP Based TFT- Fingerprint Time Attendance


    Bayometric Inc. offers a wide variety of biometric security devices such as BayClock 3000 GPRS Fingerprint Time & Attendance System. We provide the latest non-intrusive biometric security solutions such as BayClock 3000 GPRS Fingerprint Time & Attendance System and other Fingerprint Time & Attendance Systems.
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		ICLOCK 990
	





Technical Specification :

	Users:3000/10,000 Fingerprints.
	Transaction:50,000/80,000 Logs.
	CPU:32bit High End Microprocessor.
	Sensor:500 dpi OpticaCPU:32bit High End Microprocessor.
	Sensor:500 dpi Optical Sensor/Secugen Sensor(Optional)
	Identication Speed: 

	FAR:<0.0001%
	Acess control:50 time zonesCard Reader: Inbuilt Prox card reader

	Acess control:50 time zones,5 group, 10 time combination.
	Wiegand I/O:26 bit.
	Battery: Inbuilt 5 hrs Battery backup0 Port.
	Operation temperature:0’c-45’c
	Operation Humidity:20-80%
	Power:12V DC,400 mA
	Optional Functions:Webserver,WiFi,GPRS,CDMA,Antipass,Mifare/HID card reader
	Communication:RS232, RS485,TCP/IP




		[image: ]

		Technical Specification
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Standalone IP Based Fingerprint Acess Control


Technical Specification :

	Users:1500 Fingerprints
	Transaction:50,000 Logs
	CPU:32bit Microprocessor
	Sensor:500 dpi Optical Sensor/UPEK Sensor(Optional)
	Identification speed:

	FAR:<0.0001%
	FAR:

	Card Reader:Inbuilt Prox card reader
	Dimension:195 mm * 95 mm *45 mm
	Access control:50 time zones,5 group,10 time combination
	Communication:RS232, RS485,TCP/IP,Wiegand I/O (26bit)
	USB 2.0 Port
	Operation temperature:0°c-45°c
	Operation Humidity:20-80%
	Power:12V DC,400mA
	Optional Functions:Web server,Work code,Antipass,Mifare/HID card reader
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SR 100

	Dimension:129 mm * 70 mm * 35 mm
	Communication:RS232,USB with Wiegand output
	Operation temperature:0°c-45°c
	Operation Humidity:20-80%
	Optional Functions:Antipass,Prox/Mifare/HID card reader
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		SR 100
	



The SR 100 biometric access control system breaks the paradigm that increased security results in decreased convenience for your user population. Unmatched usability combined with ultra-fast identification speed allows system implementation with no other identification token required. Biometric access requires nothing more than the touch of a finger. Users have no need to keep up with knowledge or possession based tokens that can be forgotten, lost, given or stolen. 
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IP Based Standalone RFID Time & Attendance Terminal + Reader.htm

SCR100 & SC405 are professional acesss control terminals,specially designed for the international high termminal access control market to substitute multi door controller concept.

Our SC Series products are the next evolution in access control hardware solutions.A true IP solution that meets the demands of open architecture,IP- centric environments.They provide fully distributed intelligence and decision making right to the door,leveraging the IT infrastructure to the maximum extent possible.


Features :

	IP Based Standalone networkable machine.
	Universal standard Weigand INPUT/OUTPUT options.
	Inbuilt relay to communicate with Locks,Alarams & Door Sensors.
	Built in optional embeded web server to access data.
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		IP Based Standalone RFID Time & Attendance Terminal
	





Technical Specification:

	Users:30,000 Cards
	Transaction:50,000 Logs
	CPU:32bit Microprocessor
	Identifications speed:

	Read range:8-10 cms
	Communication:RS232,RS485,TCP/IP
	Wiegand I/O:26 bit
	USB 2.0 Port
	Operation Temperature:0°C-45°c
	Opeartion Humidity:20-80%
	Power:12V DC,400 MA
	Access control :50 time zones,5 group,10 time combination
	Optional Functions:Web Server,Work code,Antipass,ID/Mifare/HID card reader
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		IP Based Standalone RFID Time
 & Attendance Terminal + Reader
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